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VITREOUS CHINA
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Job Name
Date

Model Specified
Quantity

Customer
Contractor

Architect/engineer

Maxwell™ 
Vertical Spray 

Bidet

®

Bidet  
27-515

Fitting not included

RECOMMENDED STATIC WATER
PRESSURE FOR PLUMBING
FIXTURES IS 20 - 80 PSI STATIC
PER ANSI STANDARDS A112.19.2M
APPENDIX B.

13" Rough-in

24 3/4
"

13 5/8
"

14 1/2
"

Features:
• Rinsing Rim
• White, Bone, Biscuit
• 27-515 – Less Fitting

Dimensions:
Height ........................................ 14 1/2"
Width .........................................13 5/8"
Depth ....................................... 24 3/4"
Rough-in.........................................13"
Shipping Weight ..................40 lbs

• Hole punched for widespread bidet 
faucet and vacuum breaker

Warranty:
Limited Lifetime Warranty



Maxwell™ Vertical Spray  BIDET

27-515
13" Rough-in

BIDET
10/15

VITREOUS CHINA

FINISHED FLOOR

FINISHED 
WALL

CL of WASTE OUTLET

TWO HOLES (7/16
")

SPRAY

3/8
" HOT

3/8
" COLD

29 "

13 5/8
"3 "

3 "

4 1/8
"

7 3/4
"

13 "

18 3/8
"

9 1/4
"

14 1/2
"

1 5/8
"

1 1/4
"

7 3/4
"

NOTES:
All dimensions are in inches.

Trap not furnished, provisions must be made 
for trap in floor.

Illustrations may not be drawn to scale.

IMPORTANT:
Dimensions of fixtures are nominal and may vary within 
the range of tolerances established by ASME Standard A 
112.19.2.




