
S
E

R
V

IC
E

&
IN

S
T
A

L
L

A
T

IO
N

Tapes & Supplies
MARS SERIES 954 & 788

SI-130
The largest selection of motors, components and accessories for the HVAC/R Industry

®

MARS
NO. DESCRIPTION MARS

PACK
CASE
QTY.

95409 1/2” x 260” 44 144
95410 1/2” x 520” 44 144
95412 3/4” x 520” 44 144

Low Density Teflon Tape
• Thickness 3 mils.
• Standard grade, low density
• Provides a highly resistant seal on pipe threads for all types of service
• Suitable for use with solvents, chemicals, oxygen, and on food lines
• Non-toxic
• Permits easy disassembly, even after years of service
• Meets Mil. Spec. T-27730A
• Sealing temperature range: -450°F to 550°F (-268°C to 288°C)
• Working pressures: 2,000 PSI (136 BAR)
• Sold in case quantities only

MARS
NO. DESCRIPTION MARS

PACK
CASE
QTY.

95525 1/4” x 300” 12 12
95526 1/4” x 600” 12 12
95527 1/2” x 300” 12 12
95528 1/2” x 600” 12 12
95530 3/4” x 300” 12 12
95532 1” x 300” 12 12

High Density Slick-Tite® Teflon Tape
• Thickness 3 mils.
• High density
• Provides a highly resistant seal on pipe threads for all types of service
• Made in USA
• Suitable for use with solvents, chemicals, oxygen, and on food lines
• Non-toxic
• Permits easy disassembly, even after many years
• Meets Mil. Spec. T-27730A
• Sealing temperature range: -450°F to 5500F (-268°C to 288°C)
• Working pressures: 2,000 PSI (136 BAR)

MARS
NO. DESCRIPTION MARS

PACK

78940 1/2” x 260” - STD grade white teflon tape 12
78941 1/2” x 520” - STD grade white teflon tape 12
78942 1/2 x 260” - hi-density pink teflon tape 10
78944 1/2” x 260” - hi-density yellow (UL) gas tape 10

MARS Teflon Tapes

95409

95528

78940


