
Individual Spiral Mixers
provide optimum 

flame characteristics

All Victor Nozzle
Assemblies

are 100% flame tested 
to insure peak performance

Brass Coupling Nut
with built-in snap ring 

protects cone-end

Cutting Attachments
Design & Construction

Genuine Victor® Nozzles & Tips 
Design & Construction

Smooth Cutting Oxygen Valve
 for precise ease-on control (push type)

Brass Coupling Nut & 
Double “O” Ring Seal
gives quick gas-tight seal

without a tightening wrench

Stainless Steel Lever
for extra durability

Spiral Mixer
blends oxygen and all
fuel gases for optimum

performance
Die-Forged Brass Head

for maximum durability
Forged

Brass Body

Stainless Steel Tubes
for added torch strength

 and heat resistance

152-01FP
(0386-0380)

CA1350
(0387-0005)

Part	No.	 Model	Number	 Cutting	Range	 Handle	Series	 Tip	Series	 Head	Angle

0387-0005 Victor CA1350CS (Clamshell) 6”/150mm 100 3 90°
0386-0378 TurboTorch Standard 151-01FP (Clamshell) 6”/150mm 100 3 90°
0381-0420 Victor CA1351 (Boxed) 6”/150mm 100 3 75°
0386-0380 TurboTorch Standard 152-01FP (Clamshell) 3”/75mm J 3 90°

Features on Victor Branded Product

Double O-ring Seal
Provides gas-tight connection

without wrench

151-01FP
(0386-0378)
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Oxy-Acetylene Components TurboTorch®


