
Wall Faucet Repair Guide
To purchase repair kits, click on RK- item numbers below.
 Model 14

 Model 17

 Model 19

 Model 22 Horizontal | V22 Vertical
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 Model 25 / Model 27
Model 25 Model 27

 Model 30

UPGRADE TO
RK-PRV 

Pressure Relief Valve (PRV) 
prevents the faucet casing tube 

from bursting in freezing 
conditions even if a hose in 
unintentionally left on. See 

page 2 for more info.

• Freezeless
• No anti-siphon protection
•  Will not rupture from freezing when valve is shut off and hose is removed.
• Round metal handle 
  - Complete repair kit .............. RK-14MH
  - Metal wheel handle.............. RK-14/17MH
  - Lever handle ........................ RK-14/17LH

• Freezeless
• Anti-siphon protection 
• Will not rupture from freezing when valve is shut off and hose is removed. 
• Round metal handle
  - Complete repair kit .............. RK-17MH
  - Vacuum breaker float kit ..... RK-17VB
  - Metal wheel handle.............. RK-14/17MH
  - Lever handle ........................ RK-14/17LH

• Freezeless 
• Anti-siphon protection
• Anti-rupture protection
• Oval metal handle
  - Complete repair kit .............. RK-19
  - Vacuum breaker float kit ..... RK-19VB

• Freezeless
• Automatic draining with or without hose attached.
• Backflow protected
  - Complete repair kit ........................................ RK-30
  - Modular Door and Fascia Assemblies ........ RK-30MBDR

UPGRADE TO
RK-PRV 

Pressure Relief Valve (PRV) 
prevents faucet casing tube 

from bursting in freezing 
conditions even if a hose in 
unintentionally left on. See 

page 2 for more info.

PRV Included

PRV Included• Freezeless
• Year-round outside hot and cold water
• Automatically drain with hose removed 
• Patented Pressure Release Valve (PRV Stem)
  - Complete repair kit ..................................................... RK-22MH
  - Vacuum breaker float kit ............................................ RK-22VB

• Freezeless
• Anti-siphon protection
• Automatic draining with or without hose attached
• Nidel® model 34HA vacuum breaker (Model 27 - 50HA backflow preventer)
  - Complete repair kit .............. RK-25
  - Wheel handle ....................... RK-25/27H
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• Non-Freeze applications
• Anti-siphon protection
• Round handle
  - Complete repair kit .............. RK-101
  - Vacuum breaker float kit ..... RK-101VB

 Pressure Relief Valve (PRV) Wall Faucet Upgrade Kits
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 Model 122 Horizontal | V122 Vertical

Wall Faucet Repair Guide
To purchase repair kits, click on RK- item numbers below.
 Model 101

Mild Climate

Mild Climate

• Non-Freeze applications
• Hot and cold water
• Anti-siphon protection
• Manually operated water temperature control.
• Oval handles
 - Complete repair kit ...................................................... RK-122
 - Model 122 & V122 vacuum breaker float kit.............. RK-122VB

Prevent bursting!

Pressure Relief Valve
Upgrade Kit for 
Model 14 & 17
..................................RK-PRV

Model 22/V22 Hot 
and Cold 2008 
Vent Float Design
................................. RK-22PRV

What is a PRV?
The Patented Pressure Relief Valve (PRV) prevents the faucet casing tube from bursting  
in freezing conditions even if a hose in unintentionally left on. The PRV releases at 
approximately 350 p.s.i.

Model 22 - Produced 
before May 2008.

Model 17

RK-PRV Upgrades
Available For

Models Below:

Model 14 How to remove and determine what size operating rod to purchase?
To remove the operating rod from the faucet, shut off the water supply to the faucet and remove 
the handle and packing nut. Use the handle to turn the rod counterclockwise until the rod becomes 
disengaged from the valve seat. Use a small screwdriver to pry the packing loose. Pull rod out of 
the faucet. The rod may have a check valve that will add resistance to removal, however a swift 
pull will disengage it.

Choose from these 
PRV Upgrade Kits

Wall Thickness Overall Length RK-PRV Kit
  4 5 7/8” RK-PRV-4
  6 7 7/8” RK-PRV-6
  8 9 7/8” RK-PRV-8
10 11 7/8” RK-PRV-10
12 13 7/8” RK-PRV-12
14 15 7/8” RK-PRV-14
16 17 7/8” RK-PRV-16
18 19 7/8” RK-PRV-18
20 21 7/8” RK-PRV-20
22 23 7/8” RK-PRV-22
24 25 7/8” RK-PRV-24

Rod Length Dimensions “A”

PRV releases
at approximately

350 p.s.i.
PRESSURE

BUILDS

http://www.buyeagle.biz/RK-101
http://www.buyeagle.biz/RK-101VB
http://www.buyeagle.biz/RK-122
http://www.buyeagle.biz/RK-122VB
http://www.buyeagle.biz/RK-PRV
http://www.buyeagle.biz/RK-22PRV
http://www.buyeagle.biz/model101cp
http://www.buyeagle.biz/model122
http://www.buyeagle.biz/model14cp
http://www.buyeagle.biz/model17cp



