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12V max 3-3/8" TILE/
GLASS SAW KIT
Up to 70 Cuts on a Single Charge1

• Makita-built motor delivers 1,400 RPM for fast and 
powerful cutting

• 3-3/8" blade delivers a maximum cutting depth of 1" 
for a wide range of cutting applications

• Compact and ergonomic design at only 11-3/8" long
• Weighs only 3.7 lbs. (with battery) for reduced 

operator fatigue
• Nickel-plated tilting base for bevel cuts from 0° to 45°
• Adjustable cutting depth up to 1" at 90° and 5/8" at 45°

Model CC01W Includes: (2) 12V max Lithium-Ion Battery 
(BL1014), Lithium-Ion Charger (DC10WB), Tile Saw Blade

Model CC01ZW Includes: Tool Only; Battery and Charger not included

CC01W

Blade Diameter 3-3/8"

Arbor (mm) 15 mm

No Load Speed 1,400 RPM

Max. Cut Depth: 90º (1"), 45º (5/8")

Battery 12V max Lithium-Ion

Overall Length 11-3/4"

Net Weight (with battery) 3.7 lbs.

12V max RECIPRO SAW KIT
25% Faster Cutting Speed on 1-1/2" 
PVC Pipe
• Variable speed motor delivers 0-3,300 strokes per 

minute combined with a 1/2" length stroke to provide 
faster cutting

• Makita-exclusive dual-position on/off switch allows 
for either paddle switch or trigger switch operation

• "Tool-less" blade change system allows for faster blade 
installation and removal for increased productivity

• Compact design at 14" long and only 2.6 lbs. for 
convenient operation

• Built-in L.E.D. light illuminate the work area

Model RJ01W Includes: (2) 12V max Lithium-Ion Battery 
(BL1014), Lithium-Ion Charger (DC10WB)

Model RJ01ZW Includes: Tool Only; Battery and Charger not included

RJ01W

Length of Stroke 1/2"

Max. Cutting Capacities: Pipe (2"), Wood (2")

Strokes Per Minute (variable speed) 0  - 3,300 SPM

Battery 12V max Lithium-Ion

Overall Length 14"

Net Weight (with battery) 2.6 lbs.

Shipping Weight 4.65 lbs.

12V max JIG SAW KIT
Fast Cutting, Weighs Only 3.7 lbs.
• Makita-built variable speed motor delivers 0-2,400 

strokes per minute
• 3 orbital settings plus straight cutting for use in a wide 

range of materials
• Compact, well-balanced design at only 3.7 lbs. (w/battery) 

for reduced operator fatigue
• Through-the-body dust port for use with a vacuum 

provides efficient dust management
• Built-in dust blower clears the line of cut for increased accuracy

Model VJ01W Includes: (2) 12V max Lithium-Ion Battery 
(BL1014), Lithium-Ion Charger (DC10WB), 4-1/8" 9TPI Jig 
Saw Blade (792529-7-1), Tool Case

Model VJ01ZW Includes: Tool Only; Battery and Charger not included

VJ01W

Length of Stroke 11/16"

Max. Cutting Capacities: 
 Wood (2-9/16"), Mild Steel (1/16"), Aluminum (5/32")

Strokes Per Minute (variable speed) 0  - 2,400 SPM

Blade Shank "T" Tang

Battery 12V max Lithium-Ion

Overall Length 9-1/8"

Net Weight (with battery) 3.7 lbs.

Shipping Weight 10.4 lbs.

12V max VACUUM
Quick Clean-Ups with Strong 
Suction Power
• Strong suction power for fast and efficient cleaning
• Redesigned floor nozzle for improved maneuverability 

and debris collection
• Bagless 2-stage cloth filtration system allows for 

easier cleaning and quicker debris disposal
• Increased storage capacity for longer time between 

waste disposal
• Up to 12 minutes of continuous use from a single fully 

charged 12V max Lithium-Ion battery

Model LC01ZW Includes: Tool Only - Extension Attachment 
(451424-7), Floor Nozzle (122861-9), Crevice Nozzle 
(416041-0), Filter (451208-3), Cloth Vacuum Filter 
(443060-3); Battery and Charger not included

LC01Z

Capacity (pint) 1.25 pint

Continuous Use (max, in minutes) 12 min.

Battery 12V max Lithium-Ion

Overall Length 17-7/8"

Net Weight (with battery) 1.9 lbs.

Shipping Weight 4 lbs.

12V max VACUUM, 
BUILT-IN BATTERY
Strong Suction Power
• Powered by a 12V max Lithium-Ion built-in battery 

with AC adapter power supply
• Features 3 vacuuming modes: low, high or turbo
• Up to 12 minutes of continuous use in low mode from 

a fully charged battery
• L.E.D. light indicates when to charge battery and 

when dust bag is full
• Easy to open hinged front cover for convenient dust 

bag removal and replacement
• Suction port is angled for easy floor cleaning

Model LC05 Includes: Paper Dust Bag, Cloth Dust Bag, 
Pipe, Sash Nozzle Holder, Sash Nozzle, Nozzle, AC Adpater

LC05

Capacity (pint) 1.05 pint

Continuous Use (max, in minutes) 12 min.

Battery 12V max Lithium-Ion

Overall Length 38-5/8"

Net Weight (with battery) 1.9 lbs.

Shipping Weight 4.3 lbs.

Includes Built-In Battery 
with AC Charger Cord

12V max L.E.D. LANTERN/
FLASHLIGHT
Ultra-Compact L.E.D. Lantern/Flashlight 
Runs up to 8 Hours Per Charge
• Can be used as a Lantern or Flashlight by turning the 

selector knob to change the internal L.E.D. direction
• Conical reflector provides 360° illumination
• Enhanced dust and drip-proof design allows for use in 

outdoor applications
• High-luminance single L.E.D. provides up to 100 lumens
• Compact design at only 7-1/8" long and weighs only 

0.9 lbs. with battery (battery not included)

Model ML102 Includes: Flashlight only; Battery and 
Charger not included

ML102

Bulb 1 LED

Brightness (Lux) 800 Lux

Run Time (max, in hours) 9

Battery 12V max Lithium-Ion

Battery Charge Time (minutes) 60

Overall Length 4-3/4"

Net Weight .55 lbs.

Shipping Weight .75 lbs.

7.2V LITHIUM-ION 1/4" HEX 
IMPACT DRIVER KIT
Variable Speed for Controlled Operation
• Makita-built motor delivers 195 in.lbs. of Max Torque 

in a compact design
• Variable speed (0-2,300 RPM & 0-3,000 IPM) for a 

wide range of fastening applications
• Ergonomically located forward/reverse switch for 

convenient adjustment of rotational speed for precise 
screw driving

• Operates in straight or pistol grip positions
• Electric brake for maximum productivity

Model TD021DSE Includes: (2) 7.2V Lithium-Ion Battery 
(BL7010), 10.8V and 7.2V LXT® Lithium-Ion Charger 
(DC10WA), Tool Case

TD021DSE

Hex Shank 1/4"

No Load Speed (2 spd) 0/2,300 RPM

Maximum Torque (in.lbs.) 195 in.lbs.

Impacts Per Minute (variable speed) 0 - 3,000 IPM

Battery 7.2V Compact Lithium-Ion

Overall Length (pistol) 8-7/8"

Overall Length (in-line) 11"

Net Weight (with battery) 1.2 lbs.

Shipping Weight 6.1 lbs.

7.2V LITHIUM-ION DRIVER-DRILL
Auto-Stop Clutch Delivers Exact 
Torque Control
• Makita-built motor delivers 44 in.lbs. of Max Torque in 

a compact design
• Built-in L.E.D. light flashes when it is time to recharge 

the battery
• 2-speed design (200 RPM and 600 RPM) for high or 

low torque applications
• Operates in straight or pistol grip positions
• 21 clutch settings and drill mode for added fastening 

control (fastening torque range: 2.7 in.lbs. - 27.0 in.lbs.)

Model DF010DSE Includes: (2) 7.2V Lithium-Ion Battery 
(BL7010), 10.8V and 7.2V LXT® Lithium-Ion Charger 
(DC10WA), #2 Double Ended Phillips Bit (784244-7),  
#1 Double Ended Phillips Bit (784245-5), Tool Case

DF010DSE

Capacities: Steel (3/16"), Wood (1/4")

Hex Shank 1/4"

No Load Speed (2 spd) 200/650 RPM

Maximum Torque (in.lbs./N•m) 44 in.lbs./5N•m

Battery 7.2V Compact Lithium-Ion

Overall Length (pistol) 8-7/8"

Overall Length (in-line) 11"

Net Weight (with battery) 1.2 lbs.

Shipping Weight 5.5 lbs.

Cordless > Lithium-Ion > 12V max / 7.2V

Tool only - battery and 
charger not included

Tool only - battery and 
charger not included

1 Cutting glass 11-3/4" wide and 3/8" thick with a diamond blade
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