
FASTER DRILLING SOLUTION

DURABILITYDURABILITY

High quality Aluminum housing for
durability and longer tool life

VERSATILITYVERSATILITY

HR4041C accepts spline shank bits for
rotary hammering and 3/4" Hex -

21/32" Round for demo hammering

PRECISIONPRECISION

Electronic variable speed control 
dial enables user to set speed 

per application

PERFORMANCEPERFORMANCE

Provides the end-user with a solution
that drills more than twice as fast 

as the competition

POWERFUL 12 AMP MOTOR; 230-460 RPM FOR THE MOST DEMANDING JOBS
Dual Purpose for “Hammering Only” or “Rotation with Hammering”;
1,300-2,600 BPM

No Hammering while Idling Helps Increase Tool Life

Torque Limiting Clutch Disengages if Bit Jams

Model
HR4041C

makitatools.com

Drilling Speed (1-1/4" Bit Diameter)

HR4041C

POWERFUL 12 AMP MOTOR; 230-460 RPM FOR THE MOST DEMANDING JOBS
Dual Purpose for “Hammering Only” or “Rotation with Hammering”;
1,300-2,600 BPM

No Hammering while Idling Helps Increase Tool Life

Torque Limiting Clutch Disengages if Bit Jams

Comp. H

Comp. B

Slow Fast

Test performed in 5000 psi concrete

1-9/16" ROTARY HAMMER



Capacities:
Core Bit 4-5/8"
Carbide Bit 1-9/16"

No Load Speed  230 - 460 RPM
Blows per Minute  1,300 - 2,600 BPM
AMPS (110V) 12.0
Overall Length 16-7/8''
Net Weight 13.7 lbs.
Shipping Weight 28.6 lbs.
Cord Length 16.4 ft.
UPC Code 088381-08119-1

■  Plastic Tool Case (158257-8)
■ Depth Gauge (321248-4)
■ Side Handle (158131-0)

■ Powerful 12 AMP motor; 230 - 460 RPM for the most demanding jobs

■ Dual purpose for “hammering only” or “rotation with hammering”; 1300 -2600 BPM

■ Electronic variable speed control dial enables user to set speed per application

■ High quality aluminum housing for durability and longer tool life

■ No hammering while idling helps increase tool life 

■ Torque limiting clutch disengages if bit jams 

■ Auto cut out carbon brush system automatically shuts down the motor indicating
time for maintenance

All specifications subject to change without prior notice. All models and accessories subject to stock on hand.
NTF-0407 3M MA-0344-07               For more information, call 1-800-4MAKITA or visit makitatools.com Makita U.S.A., 14930 Northam St., La Mirada, CA 90638 

Model HR4041C
1-9/16" ROTARY HAMMER

FEATURES & BENEFITSFEATURES & BENEFITS

STANDARD EQUIPMENTSTANDARD EQUIPMENT

SPECIFICATIONSSPECIFICATIONS

OPTIONAL ACCESSORIESOPTIONAL ACCESSORIES

Model HR4041C

Diam. Overall Length 2-Cutter 4-Cutter

3/8'' 10'' 711191-A ~
1/2'' 10'' 711192-A ~
1/2" 16" 711193-A ~
1/2" 22" 711194-A ~
1/2" 29" 711195-A ~
1/2" 36" 711196-A ~
5/8'' 10'' 711198-A 711430-A
5/8'' 16'' 711199-A 711431-A
5/8'' 22'' 711200-A 711432-A
5/8'' 29'' 711201-A 711433-A
5/8'' 36'' 711202-A 711434-A
3/4'' 10'' 711204-A 711435-A
3/4'' 16'' 711205-A 711436-A
3/4'' 22'' 711206-A 711437-A

Diam. Overall Length 2-Cutter 4-Cutter

3/4'' 29'' 711438-A ~
3/4'' 36'' 711208-A 711439-A
7/8'' 16'' 711209-A 711440-A
7/8" 22" 711210-A 711441-A
1" 16" 711211-A 711442-A
1" 22" 711212-A 711443-A
1-1/8'' 16'' 711215-A 711446-A
1-1/8'' 22'' 711216-A 711447-A
1-1/4'' 16'' 711217-A 711448-A
1-1/4'' 22'' 711218-A 711449-A
1-1/4'' 36'' 711220-A 711451-A
1-3/8'' 22'' ~ 711453-A
1-1/2'' 22'' 711222-A 711454-A
1-3/4'' 22'' 711223-A ~

■ Spline Shank Carbide-Tipped Rotary Bits

Description Size Accessory #

Bull Point 12'' 798146-1
18'' 798147-9

Flat Chisel 1" x 12'' 798139-8
1'' x 18'' 798140-3
2'' x 12'' 751234-A

Scaling Chisel 2'' x 12'' 798141-1

2'' x 12'' 751233-A

Clay Spade 4-1/2" x 17'' 798148-7

Tamper Plate 5'' 751712-A
Shank 12'' 751716-A

Bushing Tool 1-3/4'' x 10'' 798144-5

Ground Rod Driver 3/4'' 751109-A

Grooving Chisel 7/8'' 798142-9
1'' 798143-7

■ Hammer Steel (3/4'' Hex - 21/32'' Round)

■ Heavy-Duty Core Bits (See our latest catalog for details or makitatools.com)


