
SERVICE PARTS LIST 
BULLETIN NO. 

54-40-5226 
REVISED BULLETIN DATE 

Sept. ‘97 
, 

WIRING INSTRUCTION 

Component Parts (Small #) 
Are Included When Ordering 

PART NO. 
02-04-0845 
02-04-0911 
02-04-I 510 
02-50-2150 
06-55-3790 
06-55-0835 
06-65-0606 
06-72-I 720 
06-82-7410 
06-82-2390 
05-88-8307 
06-82-5390 
05-88-830 1 
06-82-7252 
06-82-7270 
06-82-7240 
44-60-0530 
12-99-I 735 
14-20-3020 
14-46-1001 
14-74-0270 
16-30-0565 
22-84-0531 
18-31-0500 
22-18-0910 
22-22-l 380 
14-46-0840 
48-76-4008 
23-44-0190 
23-66-l 490 
28-14-2176 
28-28-l 876 
31-50-0020 
30-72-0082 
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DESCRlPTfON OF PART 
Ball Bearing 
Ball Bearing 
Ball Bearing 

NO. 

Needle Bearing 
Soinlock Hex Nut 5/16-24 
852 Hex Nut 
3/16 x 112” Drivfok Pin 
Nameplate Rivet 
8-16 x l-7/8’ Pan Hd. Slt. Plast. T-20 
8-32 x l-l/4” Pan Hd. Sk. Tapt. T-20 
Pan Hd. PT T-20 
8-32 x l-l/4” Pan Hd. Slt. Tapt. T-20 
Pan Hd. PT T-20 
8-32 x 3/8’ Pan Hd. Sk. Tapt. T-20 
8-16 x 518” Pan Hd. Sk. Plas. T-20 
6-19 x 112” Pan Hd. Slt. Plast. T-15 
Ground Pin 
Service Nameplate 
Remote Dial Assembly 
Foam Slug Kit - 10 Slugs 
Shoe Assembly 
120 V. Armature 
Fan Assembly 
120 V. Field 
Carbon Brush Assembly 
Brush Holder Assembly 
Pin Housing Assembly Kit 
8’ Quik-Lok Cord 
Brush 
Switch 

Retaining Cap 

Gear Case 
Diaphragm 
Motor Housing 
Primary Wobble Plate 
Seeldary Wobble Plate 
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PART NO. 
31-44-1661 
31-44-1666 
31-52-0010 
31-15-0075 
32-40-2218 
34-40-I 280 
34-40-4290 
34-60-1315 
34-80-2600 
36-92-0701 
38-50-5835 
42-12-0150 
42-24-0430 
42-52-0380 
31-15-4I510 
42-87-0090 

DESCRIPTION OF PART NO. REQ. 
Right Handle Half 
Left Handle Half 
Shoe Release Lever 
Plastic Collar 
Intermediate Gear Assembly 
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Wobble Shaft 
Reciprocating Spindle 
Axle -Wobble Shaft 
Spindle Bearing 
Beating Cap 
Spring Cover 
Counter Balance 

45-06-0475 Polypak Seal 
45-06-0500 Felt Seal 
45-l 2-0460 Gear Case Insulator 
45-l 2-0470 Dust Shield [I{ 

4:;z::: 
Spacer 
Gauhzrhassis (‘11 

45-88-8576 
40-50-0160 Torsion Spring 

Compression Spring 
(:I 

40-50-0165 
43-72-0176 Heat Sink Holder 

!%yg ?~~m$~ Tap& Screw 

I 11 
28-28-2000 
06-95-0075 I:,’ 
42-50-0075 
44-60-0625 ztrn Co’far I:,’ 
45-22-0080 Sleeve (1) 

SEE REVERSE SIDE FOR 
IMPORTANT SERVICE NOTES 

MILWAUKEE ELECTRIC TOOL CORPORATION 
13135 W. LISBON RD., BROOKFIELD, WI 53005 
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NOTES: 

Seal side faces commutator. 

Seal side faces fan. 

Press flush to diaphragm surface - Mechanism side. 

Apply thread locking compound to threads of spinlock hex nut. torque to 145 inJibs. to 185 in./lbs. 

See sketch for press specifications. 

-_I +--.315*.005 

Place 2-3/4 oz. of type “L” grease, No. 49-08-4175, in mechanism cavity of gear case. 

Place 3/4 oz. of type “L” grease, No. 49-08-4175, in lower needle bearing-gear train cavity of diaphragm. 

Internal retaining ring side faces center hub of wobble shaft. 

Replace each time gear case mechanism is serviced. O-ring opening of diaphragm & rear of tube chassis must be free 
of all grease prior to o-ring installation. 

Sharp side of retaining ring faces bail bearing. 

O-ring of polypak seal faces mechanism -toward rear of tool. 

Soak in lightweight lubricating oil prior to assembly. 

Nonconductive insulation of wires must pass through rubber dust shield; 
Provides proper sealing of switch from contamination. 

Assembled with large O.D. chamfered end facing diaphragm- can be slip or press fit on spindle bearing. 
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44,51,56,66, 
67,73,74,75 

REIUC’VING THE KEYLESS QUIK-LOK BLADE CLAMP 

To remove keyless blade clamp, pry or press off plastic collar. Pop up the hinged tab on spring cover. 
Rotate cam collar until it stops fully open. While holding cam collar, insert Sawzall blade to push 

Clean all Darts before reassembly, 

If cam collar or pin is replaced, coat pin with powdered graphite. 

avs redace eetlc collar and swim cover when sewlcinq, 

REASSEMBLY OF THE KEYLESS QUIK-LOK BLADE CLAMP 

44,51,56,66, 
67,73,74,75 

To reassemble keyless blade clamp, place sleeve (75) in cam collar (73) then place 
washer (66) on sleeve (75). Insert spring leg of torsion spring (67) into hole on 
cam collar (73) and slot in washer (66). Cover up with spring cover (56). 

Facing the front end of the tool, position reciprocating spindle with the pin hole facing up. Slide keyless blade 
clamp assembly onto the spindle with slot in cam collar (73 toward the left. Rotate the assembly in the dlrecion of 
the arrows, approximately 205*. A ground pin may be use d to keep the slot and sleeve hole In alignment until hole 
in spindle IS reached. Use a pliers to hold assembly and remove ground in. Pin (74) can now be inserted into 
clamp. Snap clamp to assure proper functioning before adding plastic co lar (44). Fold hinged tab on spnn P 

B 
cover 

(56) Into slot on cam collar (73) as shown. Tab must be oresent to assure proper function. Slide plastic co! ar (44) 
onto assembly. Rotate plastic collar (44) until keyways line up and slide plastic collar (44) over snap in spring 
cover (56). 


