
Part # Model Description PKG CTN QTY CTN WT

9011 ½" x ⅛" x ½" Pipe Adapter LL ½" MPT x ½" FPT with ⅛" FPT port. For use 
on brass, metal or PVC pipe. Use with ⅛" 
MPT union or angle needle valve to supply 
water to cooler.

Bulk 10 1.2

9015 ½" x ⅛" x ½" Pipe Adapter LL Clam 6 0.8

90155 ½" x ⅛" x ½" Pipe Adapter Bin Box/Bag 6 1.0

9020 ¾" x ⅛" x ¾" Pipe Adapter LL ¾" MPT x ¾" FPT with ⅛" FPT port. For use 
on brass, metal or PVC pipe. Use with ⅛" 
MPT union or angle needle valve to supply 
water to cooler.

Bulk 10 2.2

9026 ¾" x ⅛" x ¾" Pipe Adapter Clam 6 1.4

90265 ¾" x ⅛" x ¾" Pipe Adapter Bin Box/Bag 6 1.6

Note: LL ‒ Low Lead (Less than 0.25%)

Part # Model Description PKG CTN QTY CTN WT

9037 Garden Hose Adapter with ⅛" Port
¾" Male GHT x ¾" Female GHT with ⅛" FPT port. 
Use with ⅛" MPT union or angle needle valve to 
supply water to cooler.

Clam 6 1.3

9056 Garden Hose Float Valve Adapter LL ¼" compression to connect garden hose to float 
valve in portable evaporative cooler.

Bulk 10 0.4

9057 Garden Hose Float Valve Adapter Clam 6 0.7

9124 ¾" Female GHT x ¾" FPT Adapter LL For connecting garden hose to brass, metal or 
PVC pipe. Bag 25 2.77

6967 Garden Hose Washer Rubber washer for garden hose float valve 
adapters. Bulk 10 0.04

Note: LL ‒ Low Lead (Less than 0.25%)

Part # Model Description PKG CTN QTY CTN WT

9250 Sill Cock

Nickel plated zinc, ¾” Female GHT x ¾” Male 
GHT with ⅛” FPT port. Use to run water from 
standard garden hose bib to an evaporative 
cooler. Use with ⅛" MPT union or angle 
needle valve for water outlet to cooler.

Label 12 5.23

9251 Brass Sill Cock

Brass body, ¾” Female GHT x ¾” Male GHT 
with ⅛” FPT port. Use to run water from 
standard garden hose bib to an evaporative 
cooler. Use with ⅛" MPT union or angle 
needle valve for water outlet to cooler.

Label 12 5.62

92515 Brass Sill Cock Bin Box/Label 12 5.43

92516 Brass Sill Cock LL     Bulk 144 60

9252 Brass Sill Cock Clam 8 5.69

9253 Brass Sill Cock Label 12 4.33

9257 ¾" FPT Brass Sill Cock Brass body, ¾” FPT x ¾” Male GHT with 
1/8” FPT Port. Use to run water from a ¾” 
MPT pipe to an evaporative cooler. Use with 
⅛" MPT union or angle needle valve for 
water outlet to cooler.

Bin Box/Label 12 4.28

92575 ¾" FPT Brass Sill Cock Bulk 10 0.74

92576 ¾" FPT Brass Sill Cock LL Bulk 10 1.23

9520 ⅛" MPT Brass Plug Winter seal for sill cock. Clam 10 0.25

Note: LL ‒ Low Lead (Less than 0.25%)
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